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FUTURE ASPHALT

LIMIT OF WORK

LIGHT POLE

1. ALL LINE AND GRADE INFORMATION SHALL BE LAID OUT BY A NEW
YORK STATE LICENSED SURVEYOR ENGAGED BY THE CONTRACTOR.

2. ALL NEW WORK SHALL BE STAKED OUT PRIOR TO CONSTRUCTION.
THE OWNER'S REPRESENTATIVE SHALL BE NOTIFIED OF ANY
DISCREPANCIES. FIELD ADJUSTMENTS MUST BE APPROVED BY THE
OWNER'S REPRESENTATIVE PRIOR TO CONSTRUCTION.

3. ALL LINES AND DIMENSIONS ARE PARALLEL OR PERPENDICULAR TO
THE LINES FROM WHICH THEY ARE MEASURED UNLESS OTHERWISE
NOTED.

4. DIMENSIONS TO CURBS ARE FROM FACE OR BOTTOM OF CURB TO
FACE OR BOTTOM OF CURB.

5. FIELD ADJUSTMENTS MUST BE APPROVED BY THE OWNER'S
REPRESENTATIVE AND IF NECESSARY APPROPRIATE MUNICIPAL
OFFICIALS.

6. ALL LAYOUTS FOR WALKS AND PATHS SHALL BE ADEQUATELY STAKED
BY THE CONTRACTOR AND APPROVED BY THE OWNER'S
REPRESENTATIVE PRIOR TO CONSTRUCTION.

7. CONTRACTOR SHALL COORDINATE LOCATION OF ALL UTILITIES (LINES,
DUCTS, CONDUITS, SLEEVES, FOOTINGS, ETC.) WITH LOCATIONS OF
PROPOSED LANDSCAPE ELEMENTS (WALLS, FENCE, FOOTINGS, TREE
ROOTBALLS, PROPOSED LIGHTING FOOTINGS, ETC.). CONTRACTOR
SHALL REPORT ANY DISCREPANCIES TO OWNER'S REPRESENTATIVE
PRIOR TO CONTINUING WORK.

8. ALL EXISTING UTILITIES ARE SHOWN IN THEIR RELATIVE POSITION.
CONTRACTOR IS RESPONSIBLE FOR VERIFYING THE VERTICAL &
HORIZONTAL POSITION OF EXISTING UTILITIES PRIOR TO
CONSTRUCTION.

9. ALL SIDEWALKS LEADING TO BUILDING DOORS SHALL BE CENTERED
ON DOOR AND RUN PERPENDICULAR TO DOOR.

LAYOUT NOTES:

10 20 30 4040 0

Scale: 1" = 40'

LEGEND

TOWN OF WILTON PLANNING BOARD

PLEASE REFER TO FIRST SHEET FOR
APPROVAL DATE AND
SIGNATURE

EJ

1. LOT 1 AND LOT 2 SHALL HAVE CROSS LOT EASEMENTS PROVIDING
UTILITY, PARKING AND ACCESS THROUGH EACHOTHER'S LOT.

SUBDIVISION NOTE:

FUTURE POROUS ASPHALT


